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AWTVH22 AUTOCLAVE/OVEN/ROOM-TEMP VACUUM HOSE

AWTVH22 is a very flexible, durable, aramid fiber-reinforced hose manufactured specifically for autoclave, 
oven, and room-temp vacuum processes. AWTVH22 has become one of the best-selling vacuum hoses 
in the composites and laminating industry. Its resilient outer covering helps prevent bag punctures, mold 
damage, and injuries to users, and the aramid reinforcement is superior to fiberglass and other 
reinforcements. AWTVH22 is available with a wide array of end fittings, including female 45° SAE and 37° 
JIC for use as mold and fixture vacuum plumbing lines.
- Rated for 400°F continuous, 500°F intermittent.
- Aramid fiber-reinforced silicone construction.
- Stainless steel liner for use in autoclave
pressures up to 150 PSI.
- Available in two sizes: .38" ID x .75"OD & .50”
ID x .85” OD.
- Standard pricing includes straight 1/4" male
NPT end fittings.
- 90° male NPT, female NPT, female 45° SAE
and 37° JIC, ¼” male BSPT, and ¼” male BSPP
optional.
- Customized end fittings available.
- Hoses with stock end fittings are assembled in
our Auburn WA facility, usually shipping 1-2 days
after receipt of order.

Available End Fittings

Brass End Fitting

Two Layers of Silicone with
Nomex Reinforcement

Stainless Steel Liner Prevents
Collapse While Providing Flexibility

Brass Ferrule

AWTVH22-xx
Autoclave Hose
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